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FAST AND ACCURATE RESULTS 

ULTIMATE ROADWORTHY KIT COMBINES:

This kit meets roadworthy requirements in WA, QLD, VIC, 
TAS, SA, NT & ACT

* AUTOTEST WORKSHOP PRO 10

The AutoTest Workshop Pro® 10 is both a sophisticated, 
self-contained brake testing unit with an advanced workshop 
maintenance tool. Designed to test service and emergency brakes 
in All Light vehicles, 4WD vehicles, Light Mining Vehicles, Farm 
vehicles, Airport vehicles, Forklifts & Trains

* AUTOLIGHT MAGNETIC

AutoLight® MAGNETIC is a Light Transmission Meter that 
measures the level of light transmittance through a tinted 
window to determine its safety level. 

* AUTOTEST HEADLIGHT ALIGN

The AutoTest Headlight Align is a professional quality 
beam aligner suitable for all kinds of headlamps (high, low, 
fog including XENON and LED lamps). It is supplied with                    
assembly, operation and calibration manuals and declaration 
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FAST AND ACCURATE RESULTS 

AutoTest® WorkshopPro10 
PREMIUM 10” TABLET BASED BRAKE METER 

An efficient diagnostic and compliance tool, designed to test service 
and emergency brakes in passenger cars, light and heavy goods 
vehicles, buses, light and heavy rail vehicles and transit vehicles.

• Compliant with roadworthy regulations in WA, QLD, VIC, TAS, SA, NT & 
ACT

• Calculates and displays average/peak deceleration, stopping distance test 
speed and pedal effort

• Includes AutoTest Bluetooth printer
• Bluetooth and USB connection to your PC

• Uses AutoTest Standard Paper Pack

AutoLight® Magnetic
HANDS FREE WINDOW TINT TESTING

A Tint Tester that measures the level of light transmitted through a 
tinted window to determine its safety level.

• Easy to use tint meter
• Magnetic for single operator, hands-free use
• Single button operation
• Australian made
• Compliant with roadworthy regulations

• Compliant with ISO 3538:1997       

AutoTest® Headlight Align
STANDARD HEADLIGHT AIMER
A professional quality beam aligner suitable for all kinds of headlamps 
(high, low, fog including XENON and LED lamps). It is supplied with 
assembly, operation and calibration manuals and declaration of 
conformity.
• Robust anti-tip base fitted with large castors for easy manoeuvring
• Laser pointers for easy positioning of the unit
• Digital lux meter and wide measuring window
• Manual optic alignment visor for easy parallel alignment
• Easy-to-use height adjustment lock mechanism
• Australian made
• Compliant with roadworthy regulations in every Australian state and 

territory
• Tests according to the Australian Design Rule 48


